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�  Fully integrated, DICOM server appliance 
speeds digital image access and routing, 
simplifies image management, and provides 
highly reliable, cost-effective storage from 1 
to 6 terabytes, with optional expansion to 38 
terabytes (a typical imaging center 
generates 1 terabyte of images annually) �  
Embedded PACS capability replaces 
complex server and software, eliminating 
need for specialized system administration 
skills and training �  Automated, rule-based 
routing of DICOM images for LAN and 
remote retrieval/delivery �  5-minute 
installation �  Installs automatically into 
network using DHCP, providing transparent 
interoperation with DICOM-compliant 
systems, modalities, and viewing software �  
Slot-load, writeable DVD for image 
distribution and backup �  DICOM-based 
tape management software and Sony AIT 
Tape backup system for long-term image 
archive �  Optional web-viewing software for 
local and remote reading �  Web-based 
system administration GUI �  Self-diagnostic 
and reporting capabilities with e-mail alert �  
Built-in serviceability and redundancy with 
hot-swap RAID-based disk drives, power 
supplies, fans �  Uninterruptible Power 
supply (UPS) �  Built-in front panel display 
for setup, configuration, and status 
monitoring �  HIPAA and IHE-compliant 
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System Features 
 
Built-in Storage 

·  12-drive RAID 5 disk array 
with Hot Swappable HDD 
for primary image storage 

·  DVD reader/writer – for file 
transfers and backup 

Setup and Configuration 
·  Complete Web-based user 

interface for system 
administration 

Network Connection 
·  Auto-sensing gigabit 

network connection 
·  Supports DHCP 

Tape Library 
·  AIT Tape Library 
·  0.8 TB native, 2.08 TB 

compressed  2.6:1 
compression with ALDC 

·  >30,000 passes or approx. 30 
years 

Uninterruptible Power Supply 
·  APC Uninterruptible Power 

Supply 1500 
·  120V 
·  50/60 Hz 
·  12A MAX 

Supports DICOM 3.0 Protocol 
·  Supports any DICOM-

compatible viewer 
CPU 

·  Intel Pentium® 4 class 
·  Up to 4GB DDR2 RAM 
·  800Mhz front side bus 
·  2 MB of level-2 cache 

 

Specifications 
 
Storage, Raw Capacity 

·  Base system: 1 to 6 terabytes 
·  Expansion Modules: Up to four 8TB 

expansion modules, scaling to 38 
terabytes 

·  All disk storage configured as RAID 
5 

Agency Certifications 
·  CSA, CSAus, FCC Class A, CE, 

IHE 
Physical 

·  Width:  23.5 in (59.69 cm) 
·  Height:  18.5 in (47 cm) 
·  Depth:  32 in (81.28 cm) 
·  Weight: 240 lbs (108.86 kg) 

Power 
·  Power Rating: 100 VAC, 50 - 60 

Hz, auto-sensing 
·  Input Current: 12A(RMS)/100 VAC,  
·  Power Consumption: 450W 

(Typical), 1200W (Maximum) 
Heat Dissipation 

·  Heat Dissipation: 1470 BTU/hr 
Operating Environment 

·  50ºF to 95ºF (10ºC to 35ºC) 
·  20% to 80% humidity (non-

condensing) 
·  Altitude: 0 ft to 10,000 ft (0m to 

3,048m) 
Non-operating Environment 

·  14ºF to 140ºF (-10ºC to 60ºC) 
·  5% to 90% humidity (non-

condensing) 
·  Altitude: 0 ft to 40,000 ft (0m to 

12,192m) 
 
 
 


